
446

 

W ⌀ mm 3 mm lm  cd 5 K  EAN ¥  
4 S14d 30 300 A+ 330   2.700 15.000 50000 10 4000870 283035 7   283.03

 13,19   11,54   10,99

 

W ⌀ mm 3 mm lm  cd 5 K  EAN ¥  
4 S14s 30 300 A+ 330   2.700 15.000 50000 10 4000870 283028 7   283.02

 13,19   11,54   10,99

 

W ⌀ mm 3 mm lm  cd 5 K  EAN ¥  
6,5 S14d 30 500 A+ 500   2.700 15.000 50000 10 4000870 283059 7   283.05

 16,79   14,69   13,99

 

W ⌀ mm 3 mm lm  cd 5 K  EAN ¥  
6,5 S14s 30 500 A+ 500   2.700 15.000 50000 10 4000870 283042 7   283.04

 16,79   14,69   13,99

8 S14s 30 300 A+ 700   2.700 15.000 50000 10 4000870 285398 7 new 285.39
 13,14   11,50   10,95

12 S14s 30 300 A+ 1.100   2.700 15.000 50000 10 4000870 285404 7 new 285.40
 16,74   14,65   13,95

 

W ⌀ mm 3 mm lm  cd 5 K  EAN ¥  
9 G13 27 604 A+ 900  170 4.000 25.000 50000 10 4000870 284155 7   284.15

 10,19   8,91   8,49

 

W ⌀ mm 3 mm lm  cd 5 K  EAN ¥  
18 G13 27 1.214 A+ 1.800  170 4.000 25.000 50000 10 4000870 284162 7   284.16

 15,59   13,64   12,99

 

W ⌀ mm 3 mm lm  cd 5 K  EAN ¥  
22 G13 27 1.515 A+ 2.300  170 4.000 25.000 50000 10 4000870 284179 7   284.17

 17,99   15,74   14,99
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 >Alleen voor conventionele 
voorschakelapparaten

 >Nur für Konventionelle 
Vorschaltgeräte 

 >Uniquement pour  
Ballasts traditionnels
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